
AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

16 16/2.5 18.0 7 1.81 5.43 49 5.85 1.8483 157
25 25/4 27.8 7 2.25 6.75 76 9.03 1.1954 207
35 35/6 40.1 7 2.70 8.10 110 13.02 0.8303 262
50 50/8 56.3 7 3.20 9.60 154 18.29 0.5911 326
70 70/11 79.4 7 3.80 11.40 217 25.01 0.4190 407
70 70/12 79.7 19 2.31 11.55 219 25.87 0.4199 408
95 95/15 106.4 19 2.67 13.35 293 34.54 0.3145 491

120 120/21 146.2 19 3.13 15.65 403 47.48 0.2287 604
150 150/25 174.6 19 3.42 17.10 481 56.71 0.1915 677
185 185/32 220.1 19 3.84 19.20 606 69.30 0.1520 786
240 240/40 279.2 37 3.10 21.70 770 90.74 0.1200 918
300 300/50 347.9 37 3.46 24.20 960 113.06 0.0964 1059
305 300/69 400.1 61 2.89 26.00 1105 130.03 0.0839 1155
450 450/75 515.4 61 3.29 29.50 1424 167.51 0.0650 1375
680 680/85 778.1 61 4.04 36.25 2150 245.10 0.0426 1807

16 18.4 7 1.83 5.49 50.4 5430 1.7896 150
25 28.8 7 2.29 6.86 78.7 8490 1.1453 200
40 46 7 2.89 8.68 125.9 13580 0.7158 270
63 72.5 7 3.63 10.90 198.3 21390 0.4545 361

100 115 19 2.78 13.90 316.3 33950 0.2877 487
125 144 19 3.10 15.50 395.4 42440 0.2302 562
160 184 19 3.51 17.60 506.1 54320 0.1798 659
200 230 19 3.93 19.60 632.7 67910 0.1439 760
250 288 19 4.39 22.00 790.8 84880 0.1151 879
315 363 37 3.53 24.70 998.9 106950 0.0916 1019
400 460 37 3.98 27.90 1268.4 135810 0.0721 1188
450 518 37 4.22 29.60 1426.9 152790 0.0641 1282
500 575 37 4.45 31.20 1585.5 169760 0.0577 1370
560 645 61 3.67 33.00 1778.4 190140 0.0516 1472
630 725 61 3.89 35.00 2000.7 213900 0.0458 1585
710 817 61 4.13 37.20 2254.8 241070 0.0407 1706
800 921 61 4.38 39.50 2540.6 271620 0.0361 1840
900 1036 91 3.81 41.80 2861.1 305580 0.0321 1975

1000 1151 91 4.01 44.10 3179.0 339530 0.0289 2104
1120 1289 91 4.25 46.70 3560.5 380270 0.0258 2249
1250 1439 91 4.49 49.40 3973.7 424410 0.0231 2401

Cod Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
Code Cross section No. of Wires Overall AAAC Breaking Resistance Current 

owires diameter diameter weight Load at 20 C carrying capacity
2mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform CEI 61089-1991 (aliaj din aluminiu tare, tip A2)
AAAC, All aluminium alloy conductors, acording to CEI 61089-1991 (aluminium alloy, type A2)

AAAC
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AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

16 16/2.5 18.0 7 1.81 5.43 49 5.85 1.8483 157
25 25/4 27.8 7 2.25 6.75 76 9.03 1.1954 207
35 35/6 40.1 7 2.70 8.10 110 13.02 0.8303 262
50 50/8 56.3 7 3.20 9.60 154 18.29 0.5911 326
70 70/11 79.4 7 3.80 11.40 217 25.01 0.4190 407
70 70/12 79.7 19 2.31 11.55 219 25.87 0.4199 408
95 95/15 106.4 19 2.67 13.35 293 34.54 0.3145 491

120 120/21 146.2 19 3.13 15.65 403 47.48 0.2287 604
150 150/25 174.6 19 3.42 17.10 481 56.71 0.1915 677
185 185/32 220.1 19 3.84 19.20 606 69.30 0.1520 786
240 240/40 279.2 37 3.10 21.70 770 90.74 0.1200 918
300 300/50 347.9 37 3.46 24.20 960 113.06 0.0964 1059
305 300/69 400.1 61 2.89 26.00 1105 130.03 0.0839 1155
450 450/75 515.4 61 3.29 29.50 1424 167.51 0.0650 1375
680 680/85 778.1 61 4.04 36.25 2150 245.10 0.0426 1807

16 18.4 7 1.83 5.49 50.4 5430 1.7896 150
25 28.8 7 2.29 6.86 78.7 8490 1.1453 200
40 46 7 2.89 8.68 125.9 13580 0.7158 270
63 72.5 7 3.63 10.90 198.3 21390 0.4545 361

100 115 19 2.78 13.90 316.3 33950 0.2877 487
125 144 19 3.10 15.50 395.4 42440 0.2302 562
160 184 19 3.51 17.60 506.1 54320 0.1798 659
200 230 19 3.93 19.60 632.7 67910 0.1439 760
250 288 19 4.39 22.00 790.8 84880 0.1151 879
315 363 37 3.53 24.70 998.9 106950 0.0916 1019
400 460 37 3.98 27.90 1268.4 135810 0.0721 1188
450 518 37 4.22 29.60 1426.9 152790 0.0641 1282
500 575 37 4.45 31.20 1585.5 169760 0.0577 1370
560 645 61 3.67 33.00 1778.4 190140 0.0516 1472
630 725 61 3.89 35.00 2000.7 213900 0.0458 1585
710 817 61 4.13 37.20 2254.8 241070 0.0407 1706
800 921 61 4.38 39.50 2540.6 271620 0.0361 1840
900 1036 91 3.81 41.80 2861.1 305580 0.0321 1975

1000 1151 91 4.01 44.10 3179.0 339530 0.0289 2104
1120 1289 91 4.25 46.70 3560.5 380270 0.0258 2249
1250 1439 91 4.49 49.40 3973.7 424410 0.0231 2401

Cod Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
Code Cross section No. of Wires Overall AAAC Breaking Resistance Current 

owires diameter diameter weight Load at 20 C carrying capacity
2mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform CEI 61089-1991 (aliaj din aluminiu tare, tip A2)
AAAC, All aluminium alloy conductors, acording to CEI 61089-1991 (aluminium alloy, type A2)

AAAC
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AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

16 16/2.5 18.0 7 1.81 5.43 49 5.85 1.8483 157
25 25/4 27.8 7 2.25 6.75 76 9.03 1.1954 207
35 35/6 40.1 7 2.70 8.10 110 13.02 0.8303 262
50 50/8 56.3 7 3.20 9.60 154 18.29 0.5911 326
70 70/11 79.4 7 3.80 11.40 217 25.01 0.4190 407
70 70/12 79.7 19 2.31 11.55 219 25.87 0.4199 408
95 95/15 106.4 19 2.67 13.35 293 34.54 0.3145 491

120 120/21 146.2 19 3.13 15.65 403 47.48 0.2287 604
150 150/25 174.6 19 3.42 17.10 481 56.71 0.1915 677
185 185/32 220.1 19 3.84 19.20 606 69.30 0.1520 786
240 240/40 279.2 37 3.10 21.70 770 90.74 0.1200 918
300 300/50 347.9 37 3.46 24.20 960 113.06 0.0964 1059
305 300/69 400.1 61 2.89 26.00 1105 130.03 0.0839 1155
450 450/75 515.4 61 3.29 29.50 1424 167.51 0.0650 1375
680 680/85 778.1 61 4.04 36.25 2150 245.10 0.0426 1807

16 18.4 7 1.83 5.49 50.4 5430 1.7896 150
25 28.8 7 2.29 6.86 78.7 8490 1.1453 200
40 46 7 2.89 8.68 125.9 13580 0.7158 270
63 72.5 7 3.63 10.90 198.3 21390 0.4545 361

100 115 19 2.78 13.90 316.3 33950 0.2877 487
125 144 19 3.10 15.50 395.4 42440 0.2302 562
160 184 19 3.51 17.60 506.1 54320 0.1798 659
200 230 19 3.93 19.60 632.7 67910 0.1439 760
250 288 19 4.39 22.00 790.8 84880 0.1151 879
315 363 37 3.53 24.70 998.9 106950 0.0916 1019
400 460 37 3.98 27.90 1268.4 135810 0.0721 1188
450 518 37 4.22 29.60 1426.9 152790 0.0641 1282
500 575 37 4.45 31.20 1585.5 169760 0.0577 1370
560 645 61 3.67 33.00 1778.4 190140 0.0516 1472
630 725 61 3.89 35.00 2000.7 213900 0.0458 1585
710 817 61 4.13 37.20 2254.8 241070 0.0407 1706
800 921 61 4.38 39.50 2540.6 271620 0.0361 1840
900 1036 91 3.81 41.80 2861.1 305580 0.0321 1975

1000 1151 91 4.01 44.10 3179.0 339530 0.0289 2104
1120 1289 91 4.25 46.70 3560.5 380270 0.0258 2249
1250 1439 91 4.49 49.40 3973.7 424410 0.0231 2401

Cod Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
Code Cross section No. of Wires Overall AAAC Breaking Resistance Current 

owires diameter diameter weight Load at 20 C carrying capacity
2mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform CEI 61089-1991 (aliaj din aluminiu tare, tip A2)
AAAC, All aluminium alloy conductors, acording to CEI 61089-1991 (aluminium alloy, type A2)

AAAC
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AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

16 16/2.5 18.0 7 1.81 5.43 49 5.85 1.8483 157
25 25/4 27.8 7 2.25 6.75 76 9.03 1.1954 207
35 35/6 40.1 7 2.70 8.10 110 13.02 0.8303 262
50 50/8 56.3 7 3.20 9.60 154 18.29 0.5911 326
70 70/11 79.4 7 3.80 11.40 217 25.01 0.4190 407
70 70/12 79.7 19 2.31 11.55 219 25.87 0.4199 408
95 95/15 106.4 19 2.67 13.35 293 34.54 0.3145 491

120 120/21 146.2 19 3.13 15.65 403 47.48 0.2287 604
150 150/25 174.6 19 3.42 17.10 481 56.71 0.1915 677
185 185/32 220.1 19 3.84 19.20 606 69.30 0.1520 786
240 240/40 279.2 37 3.10 21.70 770 90.74 0.1200 918
300 300/50 347.9 37 3.46 24.20 960 113.06 0.0964 1059
305 300/69 400.1 61 2.89 26.00 1105 130.03 0.0839 1155
450 450/75 515.4 61 3.29 29.50 1424 167.51 0.0650 1375
680 680/85 778.1 61 4.04 36.25 2150 245.10 0.0426 1807

16 18.4 7 1.83 5.49 50.4 5430 1.7896 150
25 28.8 7 2.29 6.86 78.7 8490 1.1453 200
40 46 7 2.89 8.68 125.9 13580 0.7158 270
63 72.5 7 3.63 10.90 198.3 21390 0.4545 361

100 115 19 2.78 13.90 316.3 33950 0.2877 487
125 144 19 3.10 15.50 395.4 42440 0.2302 562
160 184 19 3.51 17.60 506.1 54320 0.1798 659
200 230 19 3.93 19.60 632.7 67910 0.1439 760
250 288 19 4.39 22.00 790.8 84880 0.1151 879
315 363 37 3.53 24.70 998.9 106950 0.0916 1019
400 460 37 3.98 27.90 1268.4 135810 0.0721 1188
450 518 37 4.22 29.60 1426.9 152790 0.0641 1282
500 575 37 4.45 31.20 1585.5 169760 0.0577 1370
560 645 61 3.67 33.00 1778.4 190140 0.0516 1472
630 725 61 3.89 35.00 2000.7 213900 0.0458 1585
710 817 61 4.13 37.20 2254.8 241070 0.0407 1706
800 921 61 4.38 39.50 2540.6 271620 0.0361 1840
900 1036 91 3.81 41.80 2861.1 305580 0.0321 1975

1000 1151 91 4.01 44.10 3179.0 339530 0.0289 2104
1120 1289 91 4.25 46.70 3560.5 380270 0.0258 2249
1250 1439 91 4.49 49.40 3973.7 424410 0.0231 2401

Cod Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
Code Cross section No. of Wires Overall AAAC Breaking Resistance Current 

owires diameter diameter weight Load at 20 C carrying capacity
2mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform CEI 61089-1991 (aliaj din aluminiu tare, tip A2)
AAAC, All aluminium alloy conductors, acording to CEI 61089-1991 (aluminium alloy, type A2)

AAAC
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AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

16 16/2.5 18.0 7 1.81 5.43 49 5.85 1.8483 157
25 25/4 27.8 7 2.25 6.75 76 9.03 1.1954 207
35 35/6 40.1 7 2.70 8.10 110 13.02 0.8303 262
50 50/8 56.3 7 3.20 9.60 154 18.29 0.5911 326
70 70/11 79.4 7 3.80 11.40 217 25.01 0.4190 407
70 70/12 79.7 19 2.31 11.55 219 25.87 0.4199 408
95 95/15 106.4 19 2.67 13.35 293 34.54 0.3145 491

120 120/21 146.2 19 3.13 15.65 403 47.48 0.2287 604
150 150/25 174.6 19 3.42 17.10 481 56.71 0.1915 677
185 185/32 220.1 19 3.84 19.20 606 69.30 0.1520 786
240 240/40 279.2 37 3.10 21.70 770 90.74 0.1200 918
300 300/50 347.9 37 3.46 24.20 960 113.06 0.0964 1059
305 300/69 400.1 61 2.89 26.00 1105 130.03 0.0839 1155
450 450/75 515.4 61 3.29 29.50 1424 167.51 0.0650 1375
680 680/85 778.1 61 4.04 36.25 2150 245.10 0.0426 1807

16 18.4 7 1.83 5.49 50.4 5430 1.7896 150
25 28.8 7 2.29 6.86 78.7 8490 1.1453 200
40 46 7 2.89 8.68 125.9 13580 0.7158 270
63 72.5 7 3.63 10.90 198.3 21390 0.4545 361

100 115 19 2.78 13.90 316.3 33950 0.2877 487
125 144 19 3.10 15.50 395.4 42440 0.2302 562
160 184 19 3.51 17.60 506.1 54320 0.1798 659
200 230 19 3.93 19.60 632.7 67910 0.1439 760
250 288 19 4.39 22.00 790.8 84880 0.1151 879
315 363 37 3.53 24.70 998.9 106950 0.0916 1019
400 460 37 3.98 27.90 1268.4 135810 0.0721 1188
450 518 37 4.22 29.60 1426.9 152790 0.0641 1282
500 575 37 4.45 31.20 1585.5 169760 0.0577 1370
560 645 61 3.67 33.00 1778.4 190140 0.0516 1472
630 725 61 3.89 35.00 2000.7 213900 0.0458 1585
710 817 61 4.13 37.20 2254.8 241070 0.0407 1706
800 921 61 4.38 39.50 2540.6 271620 0.0361 1840
900 1036 91 3.81 41.80 2861.1 305580 0.0321 1975

1000 1151 91 4.01 44.10 3179.0 339530 0.0289 2104
1120 1289 91 4.25 46.70 3560.5 380270 0.0258 2249
1250 1439 91 4.49 49.40 3973.7 424410 0.0231 2401

Cod Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
Code Cross section No. of Wires Overall AAAC Breaking Resistance Current 

owires diameter diameter weight Load at 20 C carrying capacity
2mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform CEI 61089-1991 (aliaj din aluminiu tare, tip A2)
AAAC, All aluminium alloy conductors, acording to CEI 61089-1991 (aluminium alloy, type A2)
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AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

16 16/2.5 18.0 7 1.81 5.43 49 5.85 1.8483 157
25 25/4 27.8 7 2.25 6.75 76 9.03 1.1954 207
35 35/6 40.1 7 2.70 8.10 110 13.02 0.8303 262
50 50/8 56.3 7 3.20 9.60 154 18.29 0.5911 326
70 70/11 79.4 7 3.80 11.40 217 25.01 0.4190 407
70 70/12 79.7 19 2.31 11.55 219 25.87 0.4199 408
95 95/15 106.4 19 2.67 13.35 293 34.54 0.3145 491

120 120/21 146.2 19 3.13 15.65 403 47.48 0.2287 604
150 150/25 174.6 19 3.42 17.10 481 56.71 0.1915 677
185 185/32 220.1 19 3.84 19.20 606 69.30 0.1520 786
240 240/40 279.2 37 3.10 21.70 770 90.74 0.1200 918
300 300/50 347.9 37 3.46 24.20 960 113.06 0.0964 1059
305 300/69 400.1 61 2.89 26.00 1105 130.03 0.0839 1155
450 450/75 515.4 61 3.29 29.50 1424 167.51 0.0650 1375
680 680/85 778.1 61 4.04 36.25 2150 245.10 0.0426 1807

16 18.4 7 1.83 5.49 50.4 5430 1.7896 150
25 28.8 7 2.29 6.86 78.7 8490 1.1453 200
40 46 7 2.89 8.68 125.9 13580 0.7158 270
63 72.5 7 3.63 10.90 198.3 21390 0.4545 361

100 115 19 2.78 13.90 316.3 33950 0.2877 487
125 144 19 3.10 15.50 395.4 42440 0.2302 562
160 184 19 3.51 17.60 506.1 54320 0.1798 659
200 230 19 3.93 19.60 632.7 67910 0.1439 760
250 288 19 4.39 22.00 790.8 84880 0.1151 879
315 363 37 3.53 24.70 998.9 106950 0.0916 1019
400 460 37 3.98 27.90 1268.4 135810 0.0721 1188
450 518 37 4.22 29.60 1426.9 152790 0.0641 1282
500 575 37 4.45 31.20 1585.5 169760 0.0577 1370
560 645 61 3.67 33.00 1778.4 190140 0.0516 1472
630 725 61 3.89 35.00 2000.7 213900 0.0458 1585
710 817 61 4.13 37.20 2254.8 241070 0.0407 1706
800 921 61 4.38 39.50 2540.6 271620 0.0361 1840
900 1036 91 3.81 41.80 2861.1 305580 0.0321 1975

1000 1151 91 4.01 44.10 3179.0 339530 0.0289 2104
1120 1289 91 4.25 46.70 3560.5 380270 0.0258 2249
1250 1439 91 4.49 49.40 3973.7 424410 0.0231 2401

Cod Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
Code Cross section No. of Wires Overall AAAC Breaking Resistance Current 

owires diameter diameter weight Load at 20 C carrying capacity
2mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform CEI 61089-1991 (aliaj din aluminiu tare, tip A2)
AAAC, All aluminium alloy conductors, acording to CEI 61089-1991 (aluminium alloy, type A2)
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AAAC ACSR Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
 Conductors Cross section No. of Wires Overall AAAC Breaking Resistance Current 

oWith Equivalent wires diameter diameter weight Load at 20 C carrying capacity
2 Diameter mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform SF 35-A2/2007
AAAC, All aluminium alloy conductors, acording to SF 35-A2/2007

16 16/2.5 18.0 7 1.81 5.43 49 5.85 1.8483 157
25 25/4 27.8 7 2.25 6.75 76 9.03 1.1954 207
35 35/6 40.1 7 2.70 8.10 110 13.02 0.8303 262
50 50/8 56.3 7 3.20 9.60 154 18.29 0.5911 326
70 70/11 79.4 7 3.80 11.40 217 25.01 0.4190 407
70 70/12 79.7 19 2.31 11.55 219 25.87 0.4199 408
95 95/15 106.4 19 2.67 13.35 293 34.54 0.3145 491

120 120/21 146.2 19 3.13 15.65 403 47.48 0.2287 604
150 150/25 174.6 19 3.42 17.10 481 56.71 0.1915 677
185 185/32 220.1 19 3.84 19.20 606 69.30 0.1520 786
240 240/40 279.2 37 3.10 21.70 770 90.74 0.1200 918
300 300/50 347.9 37 3.46 24.20 960 113.06 0.0964 1059
305 300/69 400.1 61 2.89 26.00 1105 130.03 0.0839 1155
450 450/75 515.4 61 3.29 29.50 1424 167.51 0.0650 1375
680 680/85 778.1 61 4.04 36.25 2150 245.10 0.0426 1807

16 18.4 7 1.83 5.49 50.4 5430 1.7896 150
25 28.8 7 2.29 6.86 78.7 8490 1.1453 200
40 46 7 2.89 8.68 125.9 13580 0.7158 270
63 72.5 7 3.63 10.90 198.3 21390 0.4545 361

100 115 19 2.78 13.90 316.3 33950 0.2877 487
125 144 19 3.10 15.50 395.4 42440 0.2302 562
160 184 19 3.51 17.60 506.1 54320 0.1798 659
200 230 19 3.93 19.60 632.7 67910 0.1439 760
250 288 19 4.39 22.00 790.8 84880 0.1151 879
315 363 37 3.53 24.70 998.9 106950 0.0916 1019
400 460 37 3.98 27.90 1268.4 135810 0.0721 1188
450 518 37 4.22 29.60 1426.9 152790 0.0641 1282
500 575 37 4.45 31.20 1585.5 169760 0.0577 1370
560 645 61 3.67 33.00 1778.4 190140 0.0516 1472
630 725 61 3.89 35.00 2000.7 213900 0.0458 1585
710 817 61 4.13 37.20 2254.8 241070 0.0407 1706
800 921 61 4.38 39.50 2540.6 271620 0.0361 1840
900 1036 91 3.81 41.80 2861.1 305580 0.0321 1975

1000 1151 91 4.01 44.10 3179.0 339530 0.0289 2104
1120 1289 91 4.25 46.70 3560.5 380270 0.0258 2249
1250 1439 91 4.49 49.40 3973.7 424410 0.0231 2401

Cod Sectiune Numar Diametru Diametru Masa Forta de Rezistenta Capacitatea
sarme sarma conductor conductor rupere in curent de transport

nominala continuu a curentului
Code Cross section No. of Wires Overall AAAC Breaking Resistance Current 

owires diameter diameter weight Load at 20 C carrying capacity
2mm mm mm kg/km N Ohm/km A

Conductoare din aliaj de aluminiu, conform CEI 61089-1991 (aliaj din aluminiu tare, tip A2)
AAAC, All aluminium alloy conductors, acording to CEI 61089-1991 (aluminium alloy, type A2)
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