
Cod Cod Sectiune Sectiune Sectiune Numar Diametru Numar Diametru Diametru Diametru Masa Forta de Rezistenta Capacitatea
vechi aluminiu otel totala sarme otel sarme aluminiu inima conductor conductor rupere electrica de transport

ootel aluminiu nominala la 20 C a curentului
Code Old AL. ST. AACSR No. of ST. No. of AL. Core Overall Linear Tensile DC Current
name code area area area steel diameter AL. diameter diameter diameter weight Strength resistance carrying

oname wires wires at 20 C capacity
2 2 2mm mm mm mm mm mm mm kg/km kN Ohmi/km A

28-AL4 / 9-ST6C PHLOX 37.7 28.3 9.4 37.7 3 2.00 9 2.00 4.30 8.30 151.4 23.34 1.1750 205
38-AL4 / 22-ST6C PHLOX 59.7 37.7 22.0 59.7 7 2.00 12 2.00 6.00 10.0 276.0 44.78 0.8835 250
48-AL4 / 28-ST6C PHLOX 75.5 47.7 27.8 75.5 7 2.25 12 2.25 6.75 11.3 349.3 56.68 0.6981 291
52-AL4 / 42-ST6C PHLOX 94.1 52.0 42.1 94.1 19 1.68 15 2.10 8.40 12.6 474.2 78.84 0.6435 313
57-AL4 / 60-ST6C PHLOX 116.2 56.5 59.7 116.2 19 2.00 18 2.00 10.0 14.0 625.0 105.89 0.5921 336
72-AL4 / 76-ST6C PHLOX 147.1 71.6 75.5 147.1 19 2.25 18 2.25 11.3 15.8 791.0 134.02 0.4678 392

119-AL4 / 28-ST6C PASTEL 147.1 119.3 27.8 147.1 7 2.25 30 2.25 6.75 15.8 547.0 81.15 0.2795 507
88-AL4 / 93-ST6C PHLOX 181.6 88.4 93.3 181.6 19 2.50 18 2.50 12.5 17.5 976.6 161.72 0.3789 449

147-AL4 / 34-ST6C PASTEL 181.6 147.3 34.4 181.6 7 2.50 30 2.50 7.50 17.5 675.3 98.81 0.2264 581
111-AL4 / 117-ST6C PHLOX 228 110.8 117.0 227.8 19 2.80 18 2.80 14.0 19.6 1225.0 202.87 0.3021 520
185-AL4 / 43-ST6C PASTEL 228 184.7 43.1 227.8 7 2.80 30 2.80 8.40 19.6 847.1 123.95 0.1805 672
140-AL4 / 148-ST6C PHLOX 288 140.3 148.1 288.3 19 3.15 18 3.15 15.8 22.1 1550.4 252.31 0.2387 606
234-AL4 / 55-ST6C PASTEL 288 233.8 54.6 288.3 7 3.15 30 3.15 9.45 22.1 1072.1 155.24 0.1426 784
206-AL4 / 93-ST6C PASTEL 299 206.2 93.3 299.4 19 2.50 42 2.50 12.5 22.5 1302.8 202.01 0.1622 739
148-AL4 / 228-ST6C PHLOX 376 147.8 227.8 375.6 37 2.80 24 2.80 19.6 25.2 2202.4 371.78 0.2270 646
326-AL4 / 86-ST6C PASTEL 412 325.7 86.0 411.7 19 2.40 32 3.60 12.0 26.4 1575.1 228.68 0.1025 975
508-AL4 / 105-ST6C PETUNIA 612 507.8 104.8 612.6 19 2.65 66 3.13 13.3 32.0 2225.0 321.44 0.0657 1291
717-AL4 / 148-ST6C PASTEL 865 717.3 148.1 865.4 19 3.15 66 3.72 15.8 38.1 3143.2 441.05 0.0465 1618
957-AL4 / 228-ST6C POLYGONUM 1185 956.7 227.8 1184 37 2.80 54 2.80 19.6 42.0 4430.7 648.42 0.0349 1924

Conductoare din otel-aliaj de aluminiu, tip AL4/ST6C (aliaj din aluminiu tip AL4, otel tip ST6C), conform EN 50182, utilizate in Franta
AACSR, Aluminium Alloy Conductors, Steel Reinforced, (aluminium alloy type AL4, steel type ST6C), acording to EN 50182,
designed to be used in France
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AACSR, Aluminium Alloy Conductors, Steel Reinforced, (aluminium alloy type AL4, steel type ST6C), acording to EN 50182,
designed to be used in France
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Cod Cod Sectiune Sectiune Sectiune Numar Diametru Numar Diametru Diametru Diametru Masa Forta de Rezistenta Capacitatea
vechi aluminiu otel totala sarme otel sarme aluminiu inima conductor conductor rupere electrica de transport

ootel aluminiu nominala la 20 C a curentului
Code Old AL. ST. AACSR No. of ST. No. of AL. Core Overall Linear Tensile DC Current
name code area area area steel diameter AL. diameter diameter diameter weight Strength resistance carrying

oname wires wires at 20 C capacity
2 2 2mm mm mm mm mm mm mm kg/km kN Ohmi/km A

28-AL4 / 9-ST6C PHLOX 37.7 28.3 9.4 37.7 3 2.00 9 2.00 4.30 8.30 151.4 23.34 1.1750 205
38-AL4 / 22-ST6C PHLOX 59.7 37.7 22.0 59.7 7 2.00 12 2.00 6.00 10.0 276.0 44.78 0.8835 250
48-AL4 / 28-ST6C PHLOX 75.5 47.7 27.8 75.5 7 2.25 12 2.25 6.75 11.3 349.3 56.68 0.6981 291
52-AL4 / 42-ST6C PHLOX 94.1 52.0 42.1 94.1 19 1.68 15 2.10 8.40 12.6 474.2 78.84 0.6435 313
57-AL4 / 60-ST6C PHLOX 116.2 56.5 59.7 116.2 19 2.00 18 2.00 10.0 14.0 625.0 105.89 0.5921 336
72-AL4 / 76-ST6C PHLOX 147.1 71.6 75.5 147.1 19 2.25 18 2.25 11.3 15.8 791.0 134.02 0.4678 392

119-AL4 / 28-ST6C PASTEL 147.1 119.3 27.8 147.1 7 2.25 30 2.25 6.75 15.8 547.0 81.15 0.2795 507
88-AL4 / 93-ST6C PHLOX 181.6 88.4 93.3 181.6 19 2.50 18 2.50 12.5 17.5 976.6 161.72 0.3789 449

147-AL4 / 34-ST6C PASTEL 181.6 147.3 34.4 181.6 7 2.50 30 2.50 7.50 17.5 675.3 98.81 0.2264 581
111-AL4 / 117-ST6C PHLOX 228 110.8 117.0 227.8 19 2.80 18 2.80 14.0 19.6 1225.0 202.87 0.3021 520
185-AL4 / 43-ST6C PASTEL 228 184.7 43.1 227.8 7 2.80 30 2.80 8.40 19.6 847.1 123.95 0.1805 672
140-AL4 / 148-ST6C PHLOX 288 140.3 148.1 288.3 19 3.15 18 3.15 15.8 22.1 1550.4 252.31 0.2387 606
234-AL4 / 55-ST6C PASTEL 288 233.8 54.6 288.3 7 3.15 30 3.15 9.45 22.1 1072.1 155.24 0.1426 784
206-AL4 / 93-ST6C PASTEL 299 206.2 93.3 299.4 19 2.50 42 2.50 12.5 22.5 1302.8 202.01 0.1622 739
148-AL4 / 228-ST6C PHLOX 376 147.8 227.8 375.6 37 2.80 24 2.80 19.6 25.2 2202.4 371.78 0.2270 646
326-AL4 / 86-ST6C PASTEL 412 325.7 86.0 411.7 19 2.40 32 3.60 12.0 26.4 1575.1 228.68 0.1025 975
508-AL4 / 105-ST6C PETUNIA 612 507.8 104.8 612.6 19 2.65 66 3.13 13.3 32.0 2225.0 321.44 0.0657 1291
717-AL4 / 148-ST6C PASTEL 865 717.3 148.1 865.4 19 3.15 66 3.72 15.8 38.1 3143.2 441.05 0.0465 1618
957-AL4 / 228-ST6C POLYGONUM 1185 956.7 227.8 1184 37 2.80 54 2.80 19.6 42.0 4430.7 648.42 0.0349 1924
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AACSR, Aluminium Alloy Conductors, Steel Reinforced, (aluminium alloy type AL4, steel type ST6C), acording to EN 50182,
designed to be used in France

A
A

C
S

R

3
8

C
o

n
d

u
cto

are d
in

 o
tel-aliaj d

e alu
m

in
iu

A
lu

m
in

iu
m

 A
llo

y C
o

n
d

u
cto

rs,S
teel R

ein
fo

rced

Ip
ro

eb
 sa B

istrita-R
o

m
an

ia                                                  w
w

w
.ip

ro
eb

.ro
F

ab
rica d

e cab
lu

ri n
eizo

late                              B
are co

n
d

u
cto

rs d
ivisio

n

Cod Cod Sectiune Sectiune Sectiune Numar Diametru Numar Diametru Diametru Diametru Masa Forta de Rezistenta Capacitatea
vechi aluminiu otel totala sarme otel sarme aluminiu inima conductor conductor rupere electrica de transport

ootel aluminiu nominala la 20 C a curentului
Code Old AL. ST. AACSR No. of ST. No. of AL. Core Overall Linear Tensile DC Current
name code area area area steel diameter AL. diameter diameter diameter weight Strength resistance carrying

oname wires wires at 20 C capacity
2 2 2mm mm mm mm mm mm mm kg/km kN Ohmi/km A

28-AL4 / 9-ST6C PHLOX 37.7 28.3 9.4 37.7 3 2.00 9 2.00 4.30 8.30 151.4 23.34 1.1750 205
38-AL4 / 22-ST6C PHLOX 59.7 37.7 22.0 59.7 7 2.00 12 2.00 6.00 10.0 276.0 44.78 0.8835 250
48-AL4 / 28-ST6C PHLOX 75.5 47.7 27.8 75.5 7 2.25 12 2.25 6.75 11.3 349.3 56.68 0.6981 291
52-AL4 / 42-ST6C PHLOX 94.1 52.0 42.1 94.1 19 1.68 15 2.10 8.40 12.6 474.2 78.84 0.6435 313
57-AL4 / 60-ST6C PHLOX 116.2 56.5 59.7 116.2 19 2.00 18 2.00 10.0 14.0 625.0 105.89 0.5921 336
72-AL4 / 76-ST6C PHLOX 147.1 71.6 75.5 147.1 19 2.25 18 2.25 11.3 15.8 791.0 134.02 0.4678 392

119-AL4 / 28-ST6C PASTEL 147.1 119.3 27.8 147.1 7 2.25 30 2.25 6.75 15.8 547.0 81.15 0.2795 507
88-AL4 / 93-ST6C PHLOX 181.6 88.4 93.3 181.6 19 2.50 18 2.50 12.5 17.5 976.6 161.72 0.3789 449

147-AL4 / 34-ST6C PASTEL 181.6 147.3 34.4 181.6 7 2.50 30 2.50 7.50 17.5 675.3 98.81 0.2264 581
111-AL4 / 117-ST6C PHLOX 228 110.8 117.0 227.8 19 2.80 18 2.80 14.0 19.6 1225.0 202.87 0.3021 520
185-AL4 / 43-ST6C PASTEL 228 184.7 43.1 227.8 7 2.80 30 2.80 8.40 19.6 847.1 123.95 0.1805 672
140-AL4 / 148-ST6C PHLOX 288 140.3 148.1 288.3 19 3.15 18 3.15 15.8 22.1 1550.4 252.31 0.2387 606
234-AL4 / 55-ST6C PASTEL 288 233.8 54.6 288.3 7 3.15 30 3.15 9.45 22.1 1072.1 155.24 0.1426 784
206-AL4 / 93-ST6C PASTEL 299 206.2 93.3 299.4 19 2.50 42 2.50 12.5 22.5 1302.8 202.01 0.1622 739
148-AL4 / 228-ST6C PHLOX 376 147.8 227.8 375.6 37 2.80 24 2.80 19.6 25.2 2202.4 371.78 0.2270 646
326-AL4 / 86-ST6C PASTEL 412 325.7 86.0 411.7 19 2.40 32 3.60 12.0 26.4 1575.1 228.68 0.1025 975
508-AL4 / 105-ST6C PETUNIA 612 507.8 104.8 612.6 19 2.65 66 3.13 13.3 32.0 2225.0 321.44 0.0657 1291
717-AL4 / 148-ST6C PASTEL 865 717.3 148.1 865.4 19 3.15 66 3.72 15.8 38.1 3143.2 441.05 0.0465 1618
957-AL4 / 228-ST6C POLYGONUM 1185 956.7 227.8 1184 37 2.80 54 2.80 19.6 42.0 4430.7 648.42 0.0349 1924

Conductoare din otel-aliaj de aluminiu, tip AL4/ST6C (aliaj din aluminiu tip AL4, otel tip ST6C), conform EN 50182, utilizate in Franta
AACSR, Aluminium Alloy Conductors, Steel Reinforced, (aluminium alloy type AL4, steel type ST6C), acording to EN 50182,
designed to be used in France
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Cod Cod Sectiune Sectiune Sectiune Numar Diametru Numar Diametru Diametru Diametru Masa Forta de Rezistenta Capacitatea
vechi aluminiu otel totala sarme otel sarme aluminiu inima conductor conductor rupere electrica de transport

ootel aluminiu nominala la 20 C a curentului
Code Old AL. ST. AACSR No. of ST. No. of AL. Core Overall Linear Tensile DC Current
name code area area area steel diameter AL. diameter diameter diameter weight Strength resistance carrying

oname wires wires at 20 C capacity
2 2 2mm mm mm mm mm mm mm kg/km kN Ohmi/km A

28-AL4 / 9-ST6C PHLOX 37.7 28.3 9.4 37.7 3 2.00 9 2.00 4.30 8.30 151.4 23.34 1.1750 205
38-AL4 / 22-ST6C PHLOX 59.7 37.7 22.0 59.7 7 2.00 12 2.00 6.00 10.0 276.0 44.78 0.8835 250
48-AL4 / 28-ST6C PHLOX 75.5 47.7 27.8 75.5 7 2.25 12 2.25 6.75 11.3 349.3 56.68 0.6981 291
52-AL4 / 42-ST6C PHLOX 94.1 52.0 42.1 94.1 19 1.68 15 2.10 8.40 12.6 474.2 78.84 0.6435 313
57-AL4 / 60-ST6C PHLOX 116.2 56.5 59.7 116.2 19 2.00 18 2.00 10.0 14.0 625.0 105.89 0.5921 336
72-AL4 / 76-ST6C PHLOX 147.1 71.6 75.5 147.1 19 2.25 18 2.25 11.3 15.8 791.0 134.02 0.4678 392

119-AL4 / 28-ST6C PASTEL 147.1 119.3 27.8 147.1 7 2.25 30 2.25 6.75 15.8 547.0 81.15 0.2795 507
88-AL4 / 93-ST6C PHLOX 181.6 88.4 93.3 181.6 19 2.50 18 2.50 12.5 17.5 976.6 161.72 0.3789 449

147-AL4 / 34-ST6C PASTEL 181.6 147.3 34.4 181.6 7 2.50 30 2.50 7.50 17.5 675.3 98.81 0.2264 581
111-AL4 / 117-ST6C PHLOX 228 110.8 117.0 227.8 19 2.80 18 2.80 14.0 19.6 1225.0 202.87 0.3021 520
185-AL4 / 43-ST6C PASTEL 228 184.7 43.1 227.8 7 2.80 30 2.80 8.40 19.6 847.1 123.95 0.1805 672
140-AL4 / 148-ST6C PHLOX 288 140.3 148.1 288.3 19 3.15 18 3.15 15.8 22.1 1550.4 252.31 0.2387 606
234-AL4 / 55-ST6C PASTEL 288 233.8 54.6 288.3 7 3.15 30 3.15 9.45 22.1 1072.1 155.24 0.1426 784
206-AL4 / 93-ST6C PASTEL 299 206.2 93.3 299.4 19 2.50 42 2.50 12.5 22.5 1302.8 202.01 0.1622 739
148-AL4 / 228-ST6C PHLOX 376 147.8 227.8 375.6 37 2.80 24 2.80 19.6 25.2 2202.4 371.78 0.2270 646
326-AL4 / 86-ST6C PASTEL 412 325.7 86.0 411.7 19 2.40 32 3.60 12.0 26.4 1575.1 228.68 0.1025 975
508-AL4 / 105-ST6C PETUNIA 612 507.8 104.8 612.6 19 2.65 66 3.13 13.3 32.0 2225.0 321.44 0.0657 1291
717-AL4 / 148-ST6C PASTEL 865 717.3 148.1 865.4 19 3.15 66 3.72 15.8 38.1 3143.2 441.05 0.0465 1618
957-AL4 / 228-ST6C POLYGONUM 1185 956.7 227.8 1184 37 2.80 54 2.80 19.6 42.0 4430.7 648.42 0.0349 1924
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vechi aluminiu otel totala sarme otel sarme aluminiu inima conductor conductor rupere electrica de transport

ootel aluminiu nominala la 20 C a curentului
Code Old AL. ST. AACSR No. of ST. No. of AL. Core Overall Linear Tensile DC Current
name code area area area steel diameter AL. diameter diameter diameter weight Strength resistance carrying

oname wires wires at 20 C capacity
2 2 2mm mm mm mm mm mm mm kg/km kN Ohmi/km A

28-AL4 / 9-ST6C PHLOX 37.7 28.3 9.4 37.7 3 2.00 9 2.00 4.30 8.30 151.4 23.34 1.1750 205
38-AL4 / 22-ST6C PHLOX 59.7 37.7 22.0 59.7 7 2.00 12 2.00 6.00 10.0 276.0 44.78 0.8835 250
48-AL4 / 28-ST6C PHLOX 75.5 47.7 27.8 75.5 7 2.25 12 2.25 6.75 11.3 349.3 56.68 0.6981 291
52-AL4 / 42-ST6C PHLOX 94.1 52.0 42.1 94.1 19 1.68 15 2.10 8.40 12.6 474.2 78.84 0.6435 313
57-AL4 / 60-ST6C PHLOX 116.2 56.5 59.7 116.2 19 2.00 18 2.00 10.0 14.0 625.0 105.89 0.5921 336
72-AL4 / 76-ST6C PHLOX 147.1 71.6 75.5 147.1 19 2.25 18 2.25 11.3 15.8 791.0 134.02 0.4678 392

119-AL4 / 28-ST6C PASTEL 147.1 119.3 27.8 147.1 7 2.25 30 2.25 6.75 15.8 547.0 81.15 0.2795 507
88-AL4 / 93-ST6C PHLOX 181.6 88.4 93.3 181.6 19 2.50 18 2.50 12.5 17.5 976.6 161.72 0.3789 449

147-AL4 / 34-ST6C PASTEL 181.6 147.3 34.4 181.6 7 2.50 30 2.50 7.50 17.5 675.3 98.81 0.2264 581
111-AL4 / 117-ST6C PHLOX 228 110.8 117.0 227.8 19 2.80 18 2.80 14.0 19.6 1225.0 202.87 0.3021 520
185-AL4 / 43-ST6C PASTEL 228 184.7 43.1 227.8 7 2.80 30 2.80 8.40 19.6 847.1 123.95 0.1805 672
140-AL4 / 148-ST6C PHLOX 288 140.3 148.1 288.3 19 3.15 18 3.15 15.8 22.1 1550.4 252.31 0.2387 606
234-AL4 / 55-ST6C PASTEL 288 233.8 54.6 288.3 7 3.15 30 3.15 9.45 22.1 1072.1 155.24 0.1426 784
206-AL4 / 93-ST6C PASTEL 299 206.2 93.3 299.4 19 2.50 42 2.50 12.5 22.5 1302.8 202.01 0.1622 739
148-AL4 / 228-ST6C PHLOX 376 147.8 227.8 375.6 37 2.80 24 2.80 19.6 25.2 2202.4 371.78 0.2270 646
326-AL4 / 86-ST6C PASTEL 412 325.7 86.0 411.7 19 2.40 32 3.60 12.0 26.4 1575.1 228.68 0.1025 975
508-AL4 / 105-ST6C PETUNIA 612 507.8 104.8 612.6 19 2.65 66 3.13 13.3 32.0 2225.0 321.44 0.0657 1291
717-AL4 / 148-ST6C PASTEL 865 717.3 148.1 865.4 19 3.15 66 3.72 15.8 38.1 3143.2 441.05 0.0465 1618
957-AL4 / 228-ST6C POLYGONUM 1185 956.7 227.8 1184 37 2.80 54 2.80 19.6 42.0 4430.7 648.42 0.0349 1924
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vechi aluminiu otel totala sarme otel sarme aluminiu inima conductor conductor rupere electrica de transport

ootel aluminiu nominala la 20 C a curentului
Code Old AL. ST. AACSR No. of ST. No. of AL. Core Overall Linear Tensile DC Current
name code area area area steel diameter AL. diameter diameter diameter weight Strength resistance carrying

oname wires wires at 20 C capacity
2 2 2mm mm mm mm mm mm mm kg/km kN Ohmi/km A

28-AL4 / 9-ST6C PHLOX 37.7 28.3 9.4 37.7 3 2.00 9 2.00 4.30 8.30 151.4 23.34 1.1750 205
38-AL4 / 22-ST6C PHLOX 59.7 37.7 22.0 59.7 7 2.00 12 2.00 6.00 10.0 276.0 44.78 0.8835 250
48-AL4 / 28-ST6C PHLOX 75.5 47.7 27.8 75.5 7 2.25 12 2.25 6.75 11.3 349.3 56.68 0.6981 291
52-AL4 / 42-ST6C PHLOX 94.1 52.0 42.1 94.1 19 1.68 15 2.10 8.40 12.6 474.2 78.84 0.6435 313
57-AL4 / 60-ST6C PHLOX 116.2 56.5 59.7 116.2 19 2.00 18 2.00 10.0 14.0 625.0 105.89 0.5921 336
72-AL4 / 76-ST6C PHLOX 147.1 71.6 75.5 147.1 19 2.25 18 2.25 11.3 15.8 791.0 134.02 0.4678 392

119-AL4 / 28-ST6C PASTEL 147.1 119.3 27.8 147.1 7 2.25 30 2.25 6.75 15.8 547.0 81.15 0.2795 507
88-AL4 / 93-ST6C PHLOX 181.6 88.4 93.3 181.6 19 2.50 18 2.50 12.5 17.5 976.6 161.72 0.3789 449

147-AL4 / 34-ST6C PASTEL 181.6 147.3 34.4 181.6 7 2.50 30 2.50 7.50 17.5 675.3 98.81 0.2264 581
111-AL4 / 117-ST6C PHLOX 228 110.8 117.0 227.8 19 2.80 18 2.80 14.0 19.6 1225.0 202.87 0.3021 520
185-AL4 / 43-ST6C PASTEL 228 184.7 43.1 227.8 7 2.80 30 2.80 8.40 19.6 847.1 123.95 0.1805 672
140-AL4 / 148-ST6C PHLOX 288 140.3 148.1 288.3 19 3.15 18 3.15 15.8 22.1 1550.4 252.31 0.2387 606
234-AL4 / 55-ST6C PASTEL 288 233.8 54.6 288.3 7 3.15 30 3.15 9.45 22.1 1072.1 155.24 0.1426 784
206-AL4 / 93-ST6C PASTEL 299 206.2 93.3 299.4 19 2.50 42 2.50 12.5 22.5 1302.8 202.01 0.1622 739
148-AL4 / 228-ST6C PHLOX 376 147.8 227.8 375.6 37 2.80 24 2.80 19.6 25.2 2202.4 371.78 0.2270 646
326-AL4 / 86-ST6C PASTEL 412 325.7 86.0 411.7 19 2.40 32 3.60 12.0 26.4 1575.1 228.68 0.1025 975
508-AL4 / 105-ST6C PETUNIA 612 507.8 104.8 612.6 19 2.65 66 3.13 13.3 32.0 2225.0 321.44 0.0657 1291
717-AL4 / 148-ST6C PASTEL 865 717.3 148.1 865.4 19 3.15 66 3.72 15.8 38.1 3143.2 441.05 0.0465 1618
957-AL4 / 228-ST6C POLYGONUM 1185 956.7 227.8 1184 37 2.80 54 2.80 19.6 42.0 4430.7 648.42 0.0349 1924
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vechi aluminiu otel totala sarme otel sarme aluminiu inima conductor conductor rupere electrica de transport

ootel aluminiu nominala la 20 C a curentului
Code Old AL. ST. AACSR No. of ST. No. of AL. Core Overall Linear Tensile DC Current
name code area area area steel diameter AL. diameter diameter diameter weight Strength resistance carrying

oname wires wires at 20 C capacity
2 2 2mm mm mm mm mm mm mm kg/km kN Ohmi/km A

28-AL4 / 9-ST6C PHLOX 37.7 28.3 9.4 37.7 3 2.00 9 2.00 4.30 8.30 151.4 23.34 1.1750 205
38-AL4 / 22-ST6C PHLOX 59.7 37.7 22.0 59.7 7 2.00 12 2.00 6.00 10.0 276.0 44.78 0.8835 250
48-AL4 / 28-ST6C PHLOX 75.5 47.7 27.8 75.5 7 2.25 12 2.25 6.75 11.3 349.3 56.68 0.6981 291
52-AL4 / 42-ST6C PHLOX 94.1 52.0 42.1 94.1 19 1.68 15 2.10 8.40 12.6 474.2 78.84 0.6435 313
57-AL4 / 60-ST6C PHLOX 116.2 56.5 59.7 116.2 19 2.00 18 2.00 10.0 14.0 625.0 105.89 0.5921 336
72-AL4 / 76-ST6C PHLOX 147.1 71.6 75.5 147.1 19 2.25 18 2.25 11.3 15.8 791.0 134.02 0.4678 392

119-AL4 / 28-ST6C PASTEL 147.1 119.3 27.8 147.1 7 2.25 30 2.25 6.75 15.8 547.0 81.15 0.2795 507
88-AL4 / 93-ST6C PHLOX 181.6 88.4 93.3 181.6 19 2.50 18 2.50 12.5 17.5 976.6 161.72 0.3789 449

147-AL4 / 34-ST6C PASTEL 181.6 147.3 34.4 181.6 7 2.50 30 2.50 7.50 17.5 675.3 98.81 0.2264 581
111-AL4 / 117-ST6C PHLOX 228 110.8 117.0 227.8 19 2.80 18 2.80 14.0 19.6 1225.0 202.87 0.3021 520
185-AL4 / 43-ST6C PASTEL 228 184.7 43.1 227.8 7 2.80 30 2.80 8.40 19.6 847.1 123.95 0.1805 672
140-AL4 / 148-ST6C PHLOX 288 140.3 148.1 288.3 19 3.15 18 3.15 15.8 22.1 1550.4 252.31 0.2387 606
234-AL4 / 55-ST6C PASTEL 288 233.8 54.6 288.3 7 3.15 30 3.15 9.45 22.1 1072.1 155.24 0.1426 784
206-AL4 / 93-ST6C PASTEL 299 206.2 93.3 299.4 19 2.50 42 2.50 12.5 22.5 1302.8 202.01 0.1622 739
148-AL4 / 228-ST6C PHLOX 376 147.8 227.8 375.6 37 2.80 24 2.80 19.6 25.2 2202.4 371.78 0.2270 646
326-AL4 / 86-ST6C PASTEL 412 325.7 86.0 411.7 19 2.40 32 3.60 12.0 26.4 1575.1 228.68 0.1025 975
508-AL4 / 105-ST6C PETUNIA 612 507.8 104.8 612.6 19 2.65 66 3.13 13.3 32.0 2225.0 321.44 0.0657 1291
717-AL4 / 148-ST6C PASTEL 865 717.3 148.1 865.4 19 3.15 66 3.72 15.8 38.1 3143.2 441.05 0.0465 1618
957-AL4 / 228-ST6C POLYGONUM 1185 956.7 227.8 1184 37 2.80 54 2.80 19.6 42.0 4430.7 648.42 0.0349 1924
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