
3 0.4 4.66 39 39 4905 8500 6550 7250 8050
4 0.6 10.47 89 87 - 12900 14600 16400 18000
5 0.7 14.25 120 119 - 17700 20100 22080 24500
6 0.8 18.61 157 155 - 22900 26000 29000 32080
7 1.0 29.05 246 242 - 35800 40500 45000 50000
8 1.1 35.15 297 292 - 47000 49050 54900 60600

10 1.4 56.98 481 473 - 70300 79500 89000 101000
12 1.7 83.99 709 696 - 104000 107500 130500 -
14 2.0 116.24 982 963 - 143500 164000 180500 -
16 2.3 153.73 1298 1273 164000 190000 215000 240000 -
18 2.6 196.47 1659 1626 208170 240000 272000 - -
20 2.8 227.82 1924 1884 230800 278000 318000 - -
24 3.4 335.96 2837 2777 354000 412500 468100 - -
28 4.0 464.96 3926 - 492500 - - - -
30 4.2 512.61 4328 - 541000 - - - -
34 4.8 669.54 5653 - 709500 - - - -
36 5.1 775.84 6382 - 820000 - - - -
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20 2.2 231.88 1967 1919 244000 280000 320500 352000 -
24 2.7 349.26 2962 2887 350000 425000 476000 - -
27 3.0 431.18 3657 3565 448000 521000 588600 - -
31 3.4 553.90 4697 4574 570000 670000 - - -
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